STATE OF CALIFORNIA Gavin Newsom, Govermor

PUBLIC UTILITIES COMMISSION

505 VAN NESS AVENUE $ s A2
SAN FRANCISCO, CA 94102-3298 -:_.“; ?,'x
January 9, 2020 GI-2019-09-SCG-57

Mr. Rodger Schwecke, Senior Vice President
Gas Transmission, Storage & Engineering
Southern California Gas Company

555 West 5th Street, GT21C3

Los Angeles, CA 90013

Dear Mr. Schwecke:

The Safety and Enforcement Division (SED) of the California Public Utilities Commission reviewed
Southern California Gas Company (SoCalGas)’s response letter dated December 18, 2019, that
addressed six (6) violations and three (3) concerns identified during General Order 112-F
Comprehensive Operation and Maintenance Inspection of SoCalGas’ Mid City Los Angeles
Distribution Area (Inspection Unit) conducted on September 9 thru September 20, 2019.

Attached is a summary of SED’s inspection findings, SoCalGas’s responses to SED’s findings, and
SED’s evaluation of SoCalGas’ responses to the findings.

This letter serves as official closure of the 2019 Comprehensive Operation and Maintenance
Inspection of SoCalGas” Mid City Los Angeles Distribution Area. Any matters that are being
considered for enforcement will be processed through the Commission’s Citation Program or a
formal proceeding.

Thank you for your cooperation in this inspection. If you have any questions or comments, please
contact Desmond Lew, Utilities Engineer, at (213) 576-7020 or by email at DL4@cpuc.ca.gov.

Sincerely,

Mahmoud (Steve) Intably, P.E.
Program and Project Supervisor
Gas Safety and Reliability Branch
Safety and Enforcement Division

Attachment
o See next page



Troy Bauer, Manager _
Pipeline Safety and Compliance
Southern California Gas Company:
555 West 5% Street

Los Angeles, CA 90013

Kan-Wai Tong _
Senior Utilities Engineer (Supervisor)
Safety and Enforcement Division

Claudia Almengor
Associate Governmental Program Analyst
Safety and Enforcement Division



Post-Inspection Written Preliminary
Findings
Dates of Inspection: 09/09-13/2009 and 09/16-20/2019
Operator: SOUTHERN CALIFORNIA GAS CO
Operator ID: 18484 (primary)
Inspection Systems: Southern California Gas NW Mid City LA
Assets (Unit IDs): Northwest --Mid City LA (87040)
System Type: GD
Inspection Name: SCG NW Mid City LA
Lead Inspector: Desmond Lew

Operator Representative: Khoa Le

Unsatisfactory Results

Procedures: Corrosion Control (PRO.SUBICORROSION)

Question Text Does the process require CP.monitoring criteria to be used thatis acceptable?
References 192.605(b)(2) (192.463(a), 192.463(c)).
Assets Covered Northwest - Mid. City LA (87040 (57))

Issue Summary SED foupd CP Area HOLD46-3, (Hudson Ave south of Yucca St,) using 100 mV criterfa with
Minirnurn Pipe-to-Soil (P/S) read of *<4.219 v." since 2013. When. questloned SoCalGas
agreed there was an error in the -0.219V t_:rlterla and the correct Minimum P/S read should be.
depolarized + 100 mV + IR Drop, which should be approximatety--0.543 V, according to
SoCalGas Gas Standard 186.0036, 100 mV Polarization Criteria. On October 4, 2019, SoCalGas
confirmed. the value of -0.543V as the Minimum P/S criteria which should have been used.

‘Therefore; SED found SoCalGas in violation of G.0. 112-F, Reference Title 49 CFR, Pait 192,
§192.463(a) forfailing to determine and -apply the correct minimum negative {cathodic)
poiarlzatlon voltage shift of 100 millivolts criterion.

SoCalGas” Response:

After-reviewing the data used to calculate the jower read tolerance in 2013, SoCalGas agrees
that the lower réad tolerance should have been -543 mV, based on the native read and IR drop
measured at that time.



CP Area HQOLQ46-3 has been requallfled since the audit, and the updated. iower read tolerance
was found to be -337 mV.. This is based on a native read of -124 mV, IR drop-of -113 mV, and’
100 mV of polarization. Based on this updated lower read tolerance, the area is currently In
tolerance, and has been in tolerance since the area was qualified in 2013. Records have been.
updated to reflect the corrected lower read tolerance.

System Protection field employees in the Region have been re-trained on the use of Gas
Standard, 186.0036 on 100my Palarization {ncluding the formula used to determine lower read
tolérance to verify that their calculations are consistent with the Gag Standard.

SED’'s Conclusion:
SED has reviewed. SoCalGas’ response and accepts the corrective actions that it has articulated

and implemented. SED chose not to'impose any fine on this viclation:. However, SED may
review the records of the corrective action during future inspections,

Records: Corrosion Control (PRR.CORROSION)

Question Taxt DG records adequately document cathodic protection monitoring tests-have occurred as

reguired?

References 192.491(c) (192.465(a))
Assets Covered Northwest - Mid City LA (87040 (57))
Issue Surnmary SED found CP Area LAQ837-1-1, Point "M was: establlshed to replace Point "B" due to

accessibility issues in March 2018 In October 2018 as part of SCG's CP monitoring activities.
for the CP Area, reads were taken at points "A" and "B". No.read was taken at Point "C". wWhen
guesttoned abeout not taking a read at Point C",'SoCalGas stated that Point "B" was found to
be accessible on the day of the inspection. There was no documentation provided to. officially
activate or deactivate Point-"B" orPoint "C". SoCalGas Gas Standard 186.0135, Section
4.,3,4.2 states "... record P/S. potentials at all routing monitoring locations as established..

Therefore, SED found SoCalGas in violation of G.0. 112-F, Reference Title-49 CFR, Part 192,
§192.465(a) for falling to adequately document eathodic protection menitoring tests as
required.

SoCalGas” 1568

SoCaiGas acknowladges that the read point change proposed by the employee did not get
updated. before the next scheduled annual read. However, since- ‘Read Paints B and C'are
maonitoring the same portien of the area, the area was still befng monitored by taking reads at
Point .B.

SoCalGas’ Corrective Action:

Since Read Point B is currently-accessible, it will be kept as the active read point,-and the 2018
request to raplace it with Read Point G has been cancelled.

Moving forward, employées will email any read point changes to the Lead System Protection
Specialist, the System Protection Supervisors, and the System Protection Clerk. The clerk will
update the records. This process change will improve communication and. read point
documentation.

SED’s Conclusion:

SED has reviewed SoCalGas' response.and accepts the corrective actions that it has articulated
and implemented. SED chose not to-impose any fine on this violation. However, SED may
review the records of the corrective action during future inspections.



Question Text Do records adequately document actions.taken fo correct. any Identified deficiencies in
carrosion control?

References 152, 491(_(.:) (192.465(d))
Asséts Covered Northwest - Mid City LA (87040 (57))
Issue Summary Title 49 CFR §192.465(d) — Externa! Corrasion Controi: Monitoring

“Each operator shall take prompt remedial action to correct any deficiencies indicated by
the [external corrosion-control] moanitoring.”

The May 19,1989, Federal Pipeline and Hazardous Materizls. Safety Administration’s

{PHMSA) Inspection Guideline and Interpretation #PI-89-006 for 192:465{d) states that, as a
rule of thumb, PHMSA interprets "prompt” as having the "correction completed by the time of
the next scheduled ‘monitoring”.

“SED found numerous Cathodic Protection (CP} packages to be deficient for-intervals exceeding
-SoCaIGas routine monitoring frequency defined in Gas Standard 186.0135, and as required in’
449 CFR §192.465(d).. Since 2016, S6CalGas has been implementing changes to address-the
iohg- term -CP-Down Aréas while developing & proactive approach to the CP areas. SoCalGas
provided "Cathedic Protection (CP) status:update-to SED" since 3rd Quarter of 2016 through
2hd-Quarter of 2019. It reported a total of 231 areas that were out of tolerance at system
wide for various reasons for a period of lenger thar a year in'September 2015, and then 86
dreas inJune 2019 (a 63% reduction). During this inspection, SoCalGas provided additional.
information-of 1§ Cathodic Protection Areas.in Mid-City LA where CP were down greater than
.one year, SED recogmzes that it some instanices, factors outside of SoCalGas' control may be
the cause of delay for restoring deficient CP packages {i.e. environmenta!, permitting,
‘morateriurns, etci): SED has’ reviewed SoCalGas' response .en August 22, 2019 to the O&M
Inspection of the. Harber Corrider Area which identified identical viplations. SoCalGas

should continue to diligently follow up and monitor these areas and. maintain documentation of
-actions taken. '

SoCalGas’ Response:

As SED noted, SoCalGas has: been implementing changes to address long-term out of
tolerance CP areas. One example is updating Gas Standard 186.0135 to define prompt
remedial action and provide. escalation and notificatiéns for out-of-tolerance areas. SoCalGas
recogriizes that it stili has CP areas-that have been out-of-folerance more than a year and.is
‘working diligently to bring down that number.

IGas’ Corrective Action:

SoCalGas has brought eleven .of the 18 areas jnto tolerance. The remediation far these ‘areas,
and the dates they were brought into tolerance are shown in the tabie. below.

Area Date Read Pate Brought | Remediation Work Completed
Qut of into
Tolerance Tolerance

_ _ Installed Rectifier and Deep Well and
BEV028-1 11/09/16 09/18/19 Cleared Shorts
HOL101-8 08/03/17 09711/19 Installed.-Anodes and Cleared Shofts
‘HOL106-7 08/04/17" 09/19/19 Installed. Anodes and Cleared Shorts
BEVO78-5 09/19/17 08/21/19 Installed. Anodes and Cleared Shorts
CENO53-A2 |  12/19/17 07/17719 | Installed Anodes
BEV100-9 01/24/18 10713719 | Wnstalled Anodes
HOLOS5-6. 04/09/18 0771119 |- 1nstalled Anodes
BEVDSS-5 04/13/18 11/27/19 ‘Instalied Ariodes and Replaced Service:




Installed Anodés

BEV0S0-3 04/18/18 12/0471
CENO42-C-3 | 06/08/18 08/05710. | Istalied Anodes
HOL115-11 06/08/18 08/21719 Installed Aneodes and Cleared Shorts

For the remaining areas, SoCalGas is actively working on remediation efforts, and has
summarized the status.of those éfforts below, SoCalGas will contmue to work diligently to
address all required remediation.

Araa

Date Read
Out of
Tolerance

Status of Remediation Work

BEV110-9

04/21/17

One of three anode installation orders has been completed.
The remaining orders are waiting on permits from the City of
Bevearly Hills.* The permits were initially requested 8/23/17
and-3/20/18.

HOL027-2

07/14/17

An ancde installation order and a service replacement have
béen ¢completéd. An order to clear an underground short
received its permit and has been scheduiad for completion.

BEV0D7-1

09/19/17

Two of four anode installation orders have been completed
and an MSA short has been cleared. The remaining orders
have permits and are'waiting on approval to move forward
from the City of Beverly Hills inspector.*

BEV110-1

01/23/18

One of six anode installation orders has been completed. The
remaining orders are waiting on permits from the. City of
Beverly Hills.* The permits were initially requested 10/3/18,
12/4718, 1/2{19, 1/31/19, and 3/11/19.

.HOL054-11

04/09/18

Four of five anode installation orders have: been completed
and shorts have been cleared. The remalning order received
its permit and has been scheduled for completion.

BEVOSS-1

04/12/18

Two anode installation orders have been completed. An order
to clear an. uriderground short js waiting on a permit from the
City of Beverily Hilis.* The permit was.initiafly requested
6/8/18.

HOL114-1

06/20/18

Metro is installing insulating wedges between their brackets
and the shorted pipeling. They anticipate that work will be
completed in December.

* SoCalGas is currently experiencing delays in getting permits from the Clty of Beverly Hllls
due to a new requirement, from their inspectors. SoCalGas 1§ actively working on getting the
permits updated so that work.can. move forward.

SED has reviewed SoCalGas’ response and has.opted not to impose a fine or penalty .at this
_'t:me. However, SED will continue to monitor SoCaiGas ‘progress and dlllgence in bringing’ its
CP areas to compliarice during future inspéctions..




Records: Operations And Maintenance (PRR.OM)

‘Quiestion Text Do records indicate proper inspection and partial operation of each distribution system valve
that might be-required in an ermergency at intervals not exceeding 15 months, but at least
once each calendar year, and prompt remedial actioh to cofrect any valve found inoperable?

Reférences.192.603(b) (192.747(a), 152.747(b))

Assets Covered Northwest - Mid City LA (87040 (57))

Issue.Summary SoCalGas Gas Standard 184.16, Section 4.7, Inaccessible Valves, Section 4.7.2.2, states, "If’
unable to inspect valve within the compliance w!ndow timgframe, District Superv:swn will
contact Regicn Planning ‘and Engineering to have a ternporary altetnate shutdown plan
identified and documented to provide the same function as the inaccessible valve. This may
include a designated sgueeze pomt of kpown pressure control fitting."

SoCalGas Gas Standard 184.16; Section 4.8, Inoperable Valves, Section 4.8.2.1, states,
“District: Supervision will contact Region Planning and Engineering for a temporary alternate
shutdown plan that provides the same functionality as the incperable valve, This temporafy
alternate-shutdown plan must be documented -and communicated to all applicable ’
employees. This plan may include the -use of a knowin’ existing valve, pressure: contro! fitting,
or designated squeeze point."

The following valves were fouhd either Inaccessible or inoperable and-did not promptly have a.
temporary alternate shutdown plan:

District ~ |Valve Name. {Work Grder Date Found |Date of |OR Date of |Inspection
Number Inaceessibie|Alternate [Next ~  [Cycles
ar Shutdown|SatisfactoryjMissed
Inoperable |Plan Inspéction
Hollywood |33-328 520001268660 | 4/11/16 | 4/2/19 3
Hollywsod. |1606-02 520001605379 | 8/25/17 2/27/18 1
Hollywood |1612-03 520001605380 | 8/24/17. 5/24/18 1
Juanita 1617-16 520001788741 | 7/30/18 | 7/26/19 1
Juanita 1623-28 520001489771 | 4/25/17 | 8/9/17 1
Belvedere |30-CTA628 {520001705784 | 2/15/18 | 9/9/19 2
Hollywood |43001-C5  {520001540507 | 5/26/17 | 5/8/19 2
Juanita 33-248 520001843694 | 10/29/18 |.9/10719 1
Hollywood |33-12-C-233 {520001844170 | 10/25/18 9/14/18 1
Hollywood' |43-750-03  {520001314579 | 6/6/16 | 6/16/17 1
Hollywood [43-750-03  {520001735617 | 3/15/18 9/20/18 1
Hollywood |33-231 15200015977617] 8/24/17 | 8727718 1

Therefore, SED found SoCalGas in viofation of 'G.0..112-F, Reference Title 49 CFR, Part 192,
§192.747(a) for failing to chetk and service each valve at intervals not éxceeding 15 months.
and §192.747(b) for failing to have an alternate shutdown plan for valves inaccessible or
inoperable.

SoCalGas’ Response:

For. tw0 of the five valves that remain inoperable.or inaccessible, the dates that SED notes in
thie table above correspond to'updated versions. of the alternate shutdown plans, and not the
original plans that were generated when thgse valves were reported inoperable. The original
alternate shutdown plan for Valve 33-328 was dated 5/2/16, and the original alternate
shutdown plan-for Valve 30-CTA628 was dated*2/15/18, therefore, both plans were created
promptly. In addition, it appears that SED did not fill in the alternate shutdown plan dates for
vaives that'are currertly satlsfactory Furtherigcire, Valve 43-750- 03 had an alternate
shutdown plan dated 6/9/16 thus the alternate shutdown plan for-that valve | was also created
promptly.

Far the remaining valves; SoCalGas acknowledges thedelay in creating prompt alternate-
shutdown plans per Part 192, §192.747(B).



Gas’ Corrective Action:

For the valves that remain moperabie or inaccessible, ajternate shutdown plans have been
updated The current dates for the shutdown-plans-are shown in the table below.

District Valve Name | Date Found Ihaccessibl_e-. Date of Current Alternate
or Inopérable ‘Shutdown Plan

Hollywood — {33-328 04/11/16 10/03/19

Juanita 1617-16 07/30/18 07/26/19

Juanita 1623-28 ' 04/25/17 _ 09/09/19

Belvedere 30-CTAG28 02/15/18 09/09/19

Juanita 33-248 . 10/29/18 09/10/19

Exception reports Have been run for thé full region to:verify that all valves currently identified
as Inoperable or inaccessible have current alternate shutdown: plans.

In-addition, Gas Standard '184:16 on Valve Inspections and Maintenance - Distribution has
been reviewed with District employéés. This standard requires employees to immediately
‘report inoperable or inaccessible valves to the responsible supervisor, who then would request
-an alternate shutdown plan.

SED’s Conclusion:.

SED has reviewed SoCalGas’ response-and conditionally accepts the corrective actions that it
has articulated and implemented. For-valves 33-328, 30-CTA628, and 43-750-03 SoCalGas
did not provide SED with documentatlon of.a prompt alternate shutdown plan during the
inspection despite requests. Please provide copies of the original alternate shutdown plans
and current alternate shutdown plans. For valves 1617-16;, 1623-28, and 33-248, please
provide SED with the current alternate shutdown plans. For thOSe'vaIves that only had a
satisfactory date listed, SoCaiGas did not provide SED. a copy of any- alternate shutdown. plan
created before the vaive was found satisfactory. Please provide copies of the orlglnal alternate
shutdown plan for these valves.

Topical Content (0Q, PA, CRM): OQ Field Inspection
(MISCTOPICS.PROT9)

Question Text Verify the individuals performing covered tasks are cognizant of the AOCS that are applicable
to the tasks observed.
References 192.801(a} (192.809(a))

Assets Covered Northwest - Mid City LA (87040 (57))

Issue Summary On September 19, 2015, SED observed SoCalGas perforining Leak Survey. ScCalGas Gas
Standard 223.0100, "Leakage Surveys", Section 4.11, addresses "Abnormal Operating
Conditions". Section 4.12, states, “Issue orders for’ mvestlgatlon and'correction when any
abnormal canditions...or when the following: conditions, but not limited to, are
encountered:". Section 4.12.8, specifies, "Exposed piping showing evidénce of atmospheric
corrosion, chemical corrosion and other conditions that warrant concern”. During the Leak
Survey ingpection, SED noticed an above ground pipe with moderate atmbspheric
corrosion. When SED brought this to the attention of the Belvedere technician, He stated it
was not_ his respon5|b|hty to report or record the issue. He stated that those matters were
Patralling issues.

Therefore; SED found ScCalGas ‘in-violation of G.0. 112-F, Reference Title-49 CFR, Part 192,
§192.801(a) for failing to train its technician to address an Abnormal Operating Condition
according to SoCalGas Gas Standard.



| 'R nse:

SoCalGas agrees with SED that it is the responsibility of the employee performing leak surveys
to look for abnormal operating conditions, including corrosion. However, SoCalGas disagrees
with SED’s statement that the above ground pipe had moderate atmospheric corrosion. The
MSA was found to have surface rust that was addressed by painting the MSA.

SoCalGas’ Corrective Action:

The rust on the MSA in question has been addressed and the MSA has been painted. Pictures
of the painted MSA are below.




In addition, Gas Standard 223.0100 on Leakage Surveys was reviewed with District
employees. This standard requires employees to perform visual examinations of above ground
facilities and issue follow-up orders for abnormal operating conditions, including corrosion.

SED has reviewed SoCalGas’ response and accepts the corrective actions that it has
articulated and implemented. SED chose not to impose any fine on this violation. However,
SED may review the records of the corrective action during future inspections.

Procedures: Operations and Maintenance (PRO.OM)

Question Text Did the operator follow the written procedures for conducting maintenance activities for
distribution system valves?

References 192.605(a)
Assets Covered Northwest - Mid City LA (87040 (57))

Issue Summary SoCalGas Gas Standard 184.16, Section 4.6.4, states, " 'Hard to operate' valves are placed on
a quarterly inspection schedule".
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The followifg valves were found "Hard to operate”, and should have been in_spected quarterly:

District Valve Name {Work Order Nurnber |Inspection Date |Inspection Cycles Missed
Hollywood |33-276. 520001721062 4/20/18. 4
Belvedere [3011-14 520001730033 3/20/18. 4.
Belvedere |3009-06 520001720377 3/6/18 4
Belvedere |30-CTA241 |520001720430 2/21/18 4
Belvedere |30-02-06 1520001720373 2/16/18. 4
Belvedere |30-IMP572 (520001513021 5/18/17 4
Belvedere |30-IMP628 520001513046 5/22/17 4

Therefore, SEDfound SaCalGas in viclation of G.0, 112-F, Reference Title 49 CFR, Part 192,
§192.605(a) for failing to follow their written procedure to inspect "Hard to operate" valves.
quarterly,

SoCalGas’ Responsea;

SoCalGas acknowledges that these valves were not placed on quarterly inspection cycles as
they should have been when they were identified as hard to operate. There aré excéeption
reports in place to menitor for hard to operate valves, but these reports were not heing
praperly monitared.

So as’ Corr ' on:

Gas.Standard 184.16 on Valve Inspection and Maintenance — Distribution was reviewed with.
the System Protection Clérks. The clerks have been counseled on their responsibility to run

exception reports morithly to look for hard to operate valves, and to place those valves on a
quarterly ingpection schedule, ' '

In addition, exception reports were compieted for the entire region to verify that all valves
currently identified as hard to operate have been placed on guarterly inspection cycles,

SoCaiGas plans to automate the hard to operate valve follow up- order via SAP which will
eliminate creating the orders manually.

All valves identified above as hard to operate’are currently opetating: satisfactory and are on
an annual inspection cycle. The dates of the satisfactory valve inspections are listed below.

District Valve. Date Found First. Second
Name Hard to ‘Satisfactory Satisfactory
_ Operate Inspection Inspection
Hollywood [33-276 04/20/18 04/08/19 08/21/19
Belvedere |3011-14 03/20/18 03/05/19 08/27/19
Belvedere (3009-06 03/06/18 02/08/19 08/27/19
Belvedere |30-CTA241 02/21/18 02/08/19 08/26/19
Belvedere |30-02-06. 02/16/18 02/07/19 08/27/19
Belvedere |30-IMP572 05/18/17 05/18/18 04/09/19-
Belvedere - |30-IMP628 05/22/17 06/20/19 09/30/19

SED’s Conciusion:

SED has reviewed SoCalGas’ résponse and accepts the corrective actions that it has articulated
and implemented, SED chose not to.impose any. fine on this violation, However, SED may
review the records of the corrective action’ during futiré inspettions.
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Concerns

Pipeline Field Inspection: Pipeline Inspection (Field)
(FR.FIELDPIPE)

Question Text Are meters and service regulators being protected from damage consistent with the
requirements of 192.355?

References 192.351 (192.355(a), 192.355(b), 192.355(c))
Assets Covered Northwest - Mid City LA (87040 (57))

Issue Summary (1) On September 18, 2019, SED observed a regulator station located at 5071 Coldwater
Canyon Drive, Beverly Hills, approximately six feet away from the sidewalk curb face, with no
protection from vehicular damage. SED recommends that this regulator station be protected
from vehicular damage.

SoCalGas completed Work Order Number 520002258898 which installed bollards to protect the
station from vehicular damage. On October 18, 2019, SoCalGas provided a photo showing the
station with newly installed bollards. This concern is closed. No follow up response is
required.

(2) On September 19, 2019, SED observed a Meter Set Assembly (MSA) located in the
driveway at 3120 East Second Street, Los Angeles, with no protection from vehicular damage.

SED recommends that SoCalGas takes the appropriate corrective measure to protect the MSA
from vehicular damage.

(1) As stated by SED above, the regulator station at 5071 Coldwater Canyon Dr., Beverly Hills
has already been addressed.

(2) The area around the MSA at 3120 E. Second St. Los Angeles does not have adequate
space for a meter guard, therefore the service will be relocated to the opposite side of the
house. The service replacement job has been planned and is currently waiting on permits. In
the interim, a temporary delineator post and base has been placed in front of the existing MSA
as a visual reminder for the customer. Pictures have been included below.

12



ED’ n:

SED has reviewed SoCalGas’ response and determined that the corrective action articulated
address SED's concern. SED may check the implementation of this corrective action during
future inspections.

Question Text Are methods used for taking CP monitoring readings that allow for the application of
appropriate CP monitoring criteria?

References 192.465(a) (192.463(b), 192.463(c))
Assets Covered Northwest - Mid City LA (87040 (57))

Issue Summary During field inspection, SED observed the following cathodic potential readings and found
deficiencies in the cathodic protection systems:

HOL099-7 (100 mV polarization criteria with Minimum P/S read -726 mV)
-609 mV @ read point E

ADA099-6 (100 mV polarization criteria with Minimum P/S read -479 mV)
-430 mV @ read point A

TSILO51-1 (-850 mV criteria)
-799 mV @ read point B

HOLO054-11 (-850 mV criteria)
-691 mV @ read point A

HOLO088-5 (100 mV polarization criteria with Minimum P/S read -525 mV)
-391 mV @ read point A

HOL102-9 (-850 mV criteria)
-565 mV @ read point Q

CENO027-1 (100 mV polarization criteria with Minimum P/S read -632 mV)
-617 mV @ read point E

LAO837-1-1 537 D Montebello Blvd (100 mV polarization criteria with Minimum P/S read -743
mV)

-702 mV @ read point A

SL 130/140 is currently down

SED recommends that SoCalGas takes the appropriate corrective measure to ensure each
Cathodic Protection System meets the appropriate monitoring criteria.

13



SoCalGas’ Response:

The table below has the current status and actions taken to address the above readings.

Area

Read
Point

Read
During
Audit

{mV)

Date
Point
Was

Read Up.

Up
Read
{mV}

Remediation

HOLO99-7

-609

10/27/19

-740

1 Clearad above ground short.

ADAQD9-6

-430

10/07/1.9

-623.

Area was found In tolerance by
employee-initiated troubleshooting..
It is possible that there was a
temporary short, such as something
leaning against a meter during the
audit reads.

TSIL0S51-1

-799

Area remains. out .of tolerance.
Anode installation order has been
scheduled for completion,

HOLO54-11

-691

Area remains out-of tolérance.
Four of five anode ifstallation
orders have been completed and
shorts have been cleared. The
remaining order received jts permif
and.has been scheduled for
completion.

HOLOB8-5.

-391

11/25/19

-851

Cleared above ground shorts,

HOL102-9.

565

Area remains out of tolerance.
Service replacement to clear
underground short has been
planned and permits have been
received. If is now being issued for
completion.

CEND27-1

-617

Area remains out of tolerance. One
possibie short has been. identified,
and additional troubleshooting is in
progress.

LADB37-1-%

-702

10/25/19

-816

Area was found in tolérance by
employee-initiated troublesheoting.
1t is possible that there was &
temporary short, such as something

leaning against a: meter during théeé

audit reads.

SL-130/L-
140

N/A

N/A.

10/22/19

=900

-1420

Replaced rectifier fuse. A specific
read point was not noted, but the
reads taken when the area was
brought into tolerance ranged from

800 mV to -1,420 mv.
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SED’s Conclusion:

5ED has reviewed SoCalGag'’ response and determined that the corrective action articulated
address SED's concern. SED may Inspect the cathodic. protection .on-the areas pending
remediation at a future date to confirm completion of work.

Question Text Is plpe that is exposed to atmospheric corroslon protected?
References 192, 481(b} (192 481(c), 192.479(a), 192.479(b), 192. 479(c))
Assets Coverad Northwest - Mid City LA {87040 (57))

Issue Summary On September 18, 2019, SED observed SL 130/140 as part of thie bridge and span field
inspection. The bridge (BZO) had previously been reported exhibiting coating damage
according to inspection records in 2017 and 2019. While in the field; the ‘coating damage ‘was
confirmed to be present, SoCalGas personnel stated they were aware of the condition and
were looking Into rerediatior action for the. bridge.

SED recommends. that SoCalGas takes the. appropriste corrective measure to repair the coating
damage on its pipelina.

SoCaiGas’ Respense:

SoCalGas is actively working ori a plan o re-wrap.the pipe. The plan is taking somie time due
to complications such -as the number of agencies that need to approve the plan, envirohmental
concerns, the age of the bridge, and thé fact that SoCaiGas is not permiitted te drill into the
bndge to perform.the work. SoCalGas has established- monthiy meetings ta monitor progress
and verify that ongoing efforts continue until the. exposed pipe is-fully addressed:

Below is a.list of the varlous agenues that may need to approve the plan before waork can
start:

Army Corp of Engineers - Los Angeles River water permitting

Union Pacific Rallroad — Right of way access under the bridge

South Coast AQMD - If over 100 square feet of asbestos wrap is removed
Metropolitan Transpertation Authority- (MTA) - Landowner

Amtrak Railroad ~ May be subleasing from MTA

California:High Speed Light Rail - Possible Jurlsdlctlon

" % 5 % 8 B

SED's Conclusion:

SED has reviewed SoCalGas' response and believes that the proposed corrective -action shouild
be accelerated especially sirice this coating damage is constdered an abnormal operating
condition and has been in evidence for more than two years. ‘SED requests SoCalGas monitor
the. condition accordingt v until the coatmg damage is fully addressed (repaired).
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